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Occupational Safety and Health Admin., Labor § 1918.105 

standards will be deemed to be in com-
pliance with the requirements of this 
section. 

(2) For an employee wearing correc-
tive glasses, eye protection equipment 
required by paragraph (a)(1) of this sec-
tion shall be of the type that can be 
worn over glasses. Prescription-ground 
safety lenses may be substituted if 
they provide equivalent protection. 

(b) Eye protection shall be main-
tained in good condition. 

(c) Used eye protection shall be 
cleaned and disinfected before issuance 
to another employee. 

[62 FR 40202, July 25, 1997, as amended at 74 
FR 46361, Sept. 9, 2009] 

§ 1918.102 Respiratory protection. 
(See § 1918.1(b)(8)). 

[65 FR 40946, June 30, 2000] 

§ 1918.103 Head protection. 
(a) The employer shall ensure that 

each affected employee wears a protec-
tive helmet when working in areas 
where there is a potential for injury to 
the head from falling objects. 

(b)(1) The employer must ensure that 
head protection complies with any of 
the following consensus standards: 

(i) ANSI Z89.1–2003, ‘‘American Na-
tional Standard for Industrial Head 
Protection,’’ which is incorporated by 
reference in § 1918.3; 

(ii) ANSI Z89.1–1997, ‘‘American Na-
tional Standard for Industrial Head 
Protection,’’ which is incorporated by 
reference in § 1918.3; or 

(iii) ANSI Z89.1–1986, ‘‘American Na-
tional Standard for Personnel Protec-
tion—Protective Headwear for Indus-
trial Workers—Requirements,’’ which 
is incorporated by reference in § 1918.3. 

(2) Head protection devices that the 
employer demonstrates are at least as 
effective as head protection devices 
that are constructed in accordance 
with one of the above consensus stand-
ards will be deemed to be in compli-
ance with the requirements of this sec-
tion. 

(c) Previously worn protective hats 
shall be cleaned and disinfected before 
issuance by the employer to another 
employee. 

[62 FR 40202, July 25, 1997, as amended at 74 
FR 46361, Sept. 9, 2009] 

§ 1918.104 Foot protection. 
(a) The employer shall ensure that 

each affected employee wears protec-
tive footwear when working in areas 
where there is a danger of foot injuries 
due to falling or rolling objects or ob-
jects piercing the sole. 

(b)(1) The employer must ensure that 
protective footwear complies with any 
of the following consensus standards: 

(i) ASTM F–2412–2005, ‘‘Standard Test 
Methods for Foot Protection,’’ and 
ASTM F–2413–2005, ‘‘Standard Speci-
fication for Performance Requirements 
for Protective Footwear,’’ which are 
incorporated by reference in § 1918.3; 

(ii) ANSI Z41–1999, ‘‘American Na-
tional Standard for Personal Protec-
tion—Protective Footwear,’’ which is 
incorporated by reference in § 1918.3; or 

(iii) ANSI Z41–1991, ‘‘American Na-
tional Standard for Personal Protec-
tion—Protective Footwear,’’ which is 
incorporated by reference in § 1918.3. 

(2) Protective footwear that the em-
ployer demonstrates is at least as ef-
fective as protective footwear that is 
constructed in accordance with one of 
the above consensus standards will be 
deemed to be in compliance with the 
requirements of this section. 

[62 FR 40202, July 25, 1997, as amended at 74 
FR 46361, Sept. 9, 2009] 

§ 1918.105 Other protective measures. 
(a) Protective clothing. (1) The em-

ployer shall provide and shall require 
the wearing of special protective cloth-
ing for each employee engaged in work 
where protective clothing is necessary. 

(2) When necessary, protective cloth-
ing shall be cleaned and disinfected be-
fore reissuance. 

(b) Personal flotation devices (PFDs). 
(1) The employer shall provide and 
shall require the wearing of PFDs for 
each employee engaged in work in 
which the employee might fall into the 
water. 

(2) PFDs (life preservers, life jackets, 
or work vests) worn by each affected 
employee must be United States Coast 
Guard (USCG) approved pursuant to 46 
CFR part 160 (Type I, II, III, or V PFD) 
and marked for use as a work vest, for 
commercial use, or for use on vessels. 

(3) Personal flotation devices shall be 
maintained in safe condition and shall 

VerDate Mar<15>2010 10:37 Aug 04, 2010 Jkt 220115 PO 00000 Frm 00307 Fmt 8010 Sfmt 8010 Q:\29\29V7.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-27T19:38:41-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




